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SCHOOL ZONE SPEED
RADAR SIGN

485
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SPEED
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NON-METALLIC 1"

FLEX CONDUIT

WEATHER PROOF

(TYP) SINGLE GANG

1" METALLIC BOX

DIALIGHT 12V DC

8" YELLOW L.E.D. TYP.

DRILL 1" HOLE

FOR WIRE

NOTES:

1. SIDE POLE MOUNT, POLE PLATE WITHOUT CABLE GUIDE (M31251

GREEN), ELBOW SERRATED ONE PORT WITH LOCK NIPPLE, 10"

TREADED PIPE (TOE, TOE) GREEN WITH 8" HEAD (GREEN).

2. TOP OF POLE MOUNT WITH 12" TREADED PIPE, 8" SIGNAL HEAD

WITH VISOR.

3. SEE STANDARD DETAIL 417 FOR BANDING SPEC AND

INSTALLATION.
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FB POLE 14'

FRONT VIEW

SIDE VIEW

SEE NOTE 3

FOR BANDING
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SEE WSDOT

SPEC 9-29.7 FOR

CONNECTION MATERIAL

REQUIREMENTS

3 #10 AWG

FLUORESCENT

YELLOW GREEN

S5-1

24"X48"

LOCATE HANDHOLE

180 DEG FROM

ROADWAY

SEE NOTE 1

SEE STANDARD

SPEC 9-29.22

FOR REQUIREMENTS

SEE NOTE 2
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